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111 FLARES ARE RECOMMENDED FOR CURBLINE SIDEWALKS.
DESIGNER SHOULD REVIEW CHAPTER 58 OF BDE FOR THE ADA REQUIREMENTS.
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URBAN ENTRANCE DESIGN CONTROLS
I FLARE AT BACK OF K
COMMERCIAL
ELEMENT NON-COMMERCIAL -

1-WAY OPERATION 2-WAY OPERATION
WIDTH (W) 3.6m12) MIN. | 7.2m(24) MAX. | 4.3m(14) MIN. | 7.2m(24) MAX. | 7.2m(24") MIN. | 10.7m(35") MAX.
RADIUS EQUIVALENT 1:1 FLARE (F) | L5m(5) MIN. | 7.6m(259 MAX. | 4.6m(15) MIN. | 12.0m(40") MAX. | 4.6m(15 MIN., | 12.0m(40") MAX.

MAX. GRADE (G) 8% VA \ P
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. Pay limits of PCC driveway Pavement

| (W) = See PLANS & TABLE 1 S
(F) = See plans & 0(0), non-commercial
FLARE BEHIND SIDEWALK TABLE 1 1 900(36)’ commercial
See note 4.
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sidewa . | driveway I = P.C.C. Driveway Pavement will be of the same thickness and
7 1 ;6 < pavement | NN construction as the P.C.C. Driveway Pavement.
1
/ | : \ 3. Combination Concrete Curb & Gutter shall be depressed In
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PLAN

W, = widening behind normal sidewalk ($66 pians)
= sldewalk slope at 1:50; minimum width = 900(36)

W
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